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Unit : mm

  

    

JPT-131 : -1....0~400 bar 
JPT-131LJ : 0~400 bar 
Ceramic material
2~600 bar( )
±0.5%,
±0.25%
PT1/2", PT1/4", G1/2", 
G1/4" , 7/16”-20UNF
0~60
0~95 %RH
0~55 
0~75 %RH( )
12~32 VDC
4~20mA(2 )
0~10V(3 )
1~5V(3 )
0-5V
<1000 Ohm

±0.25 %FSO
<-0.3 %FSO/  @25

0.3 %FSO/  @25

  

2  (4~20 mA) 3  (1~5 / 0~5 / 0~10 VDC)
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MODEL:G/S/A/R-xxx

3 (Absolute)

A-001
A-002
A-990

0...1 bar
0...2 bar

A-xxx Range
4 (Compound)

R-000
R-001
R-002
R-005
R-010
R-020
R-050
R-990

-1...0     bar
-1...1     bar
-1...2     bar
-1...5     bar
-1...10    bar
-1...20    bar
-1...50    bar

R-xxx Range
1 (Gauge)

G-001
G-002
G-005
G-010
G-020
G-050
G-990

0...1    bar
0...2    bar
0...5    bar
0...10  bar
0...20  bar
0...50  bar

G-xxx Range
2 (Sealed Gauge)

S-100
S-200
S-250
S-400
S-990

0...100   bar
0...200   bar
0...250   bar
0...400   bar

S-xxxx Range

ITEM ITEM NO.

( 1 2 3 4)

G
A
S
R

 (Gauge pressure)
 (Absolute pressure)
 (Sealed gauge)
 (Compound pressure)

050
025

±0.5%FSO
±0.25%FSO
420
150
010
050

4-20mA
1-5V
0-10V
0-5V
L
LJ
H- Cable Length=XX m (others on customer)

PT12
G12
716
PT14
G14
990

PT½”
G½”
7/16”-20UNF
PT¼”
G¼”

 (MOQ. 50pcs)
F FPM( )

N

JPT-131- F-N

0~60°C

 DIN 43650
(IP65)

N CPD-18S
None

CPD-18S (JPT-131-N)
 4-20mA (420)


