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■FEATURES 
RoHS compliant
Lowest profile design of 1.45 mm
Fine pitch of 1 mm
Easy motion with knob height of 0.2 mm

Part name

Cover

Slider

Housing

Slider contact

Fixed contact

Terminal pin

Earth terminal

Material Flammability

UL-94V-0

—

—

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Stainless steel, Gold-plated

Polyamide

Polyphenylenesulphide

Copper alloy, Gold-plated

CFCs, Halon, Carbon tetrachloride and designated bromic flame
retardant PBBOs and PBBs are not used in our products.

INTERNAL STRUCTURE

■PART NUMBER DESIGNATION

C  V  S  -  0  4  T  B  -  1
Series name

No. of bits
01：1 bit 04：4 bits
02：2 bits 08：8 bits
03：3 bits

Shape of terminal
B：Gull wing
C：Through hole

Taping
1：500 pcs./reel
Blank：2000 pcs./reel

Form of packaging
T： Taping (Reel)
Blank： Bulk in plastic bag (01C : Plastic bag only)

SLIDE SWITCHES (1 mm PITCH)

No. of bits

1

2

3

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-01TB-1
CVS-01TB 2000 pcs./reel

500 pcs./reel

CVS-01B CVS-01C 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-02TB-1
CVS-02TB
CVS-02B
CVS-03TB-1
CVS-03TB
CVS-03B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)

■LIST OF PART NUMBERS

RoHS compliant

No. of bits

4

8

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-04TB-1
CVS-04TB 2000 pcs./reel

500 pcs./reel

CVS-04B 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-08TB-1
CVS-08TB
CVS-08B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)
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CONDUCTIVE PLASTIC 3 TURNS TYPE MC series

■PART NUMBER DESIGNATION

■LIST OF PART NUMBERS

M C 1 0 0 3 - 0 0 0 - 5 0 2

Series name Nominal resistance value（ ）

502： 5 k
103：10 k
203：20 k

5 k

10 k

20 k

MC1003-000-502

MC1003-000-103

A MC1003-000-203

Nominal resistance value ( ) Part number

■FEATURES

※Verify the above part numbers when placing orders.

The products indicated by A mark are manufactured upon receipt of order basis.

Conductive plastic 3 turns type

Shaft

Mounting screw

Shaft assy
Resistor holder Wiper holder

Spring

Plate

TerminalWiperResistorCase

Basic construction
RoHS compliant
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—
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retardant PBBOs and PBBs are not used in our products.
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■PART NUMBER DESIGNATION
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Shape of terminal
B：Gull wing
C：Through hole

Taping
1：500 pcs./reel
Blank：2000 pcs./reel

Form of packaging
T： Taping (Reel)
Blank： Bulk in plastic bag (01C : Plastic bag only)

SLIDE SWITCHES (1 mm PITCH)

No. of bits

1
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3

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-01TB-1
CVS-01TB 2000 pcs./reel

500 pcs./reel

CVS-01B CVS-01C 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-02TB-1
CVS-02TB
CVS-02B
CVS-03TB-1
CVS-03TB
CVS-03B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)

■LIST OF PART NUMBERS

RoHS compliant

No. of bits

4

8

Taping

Taping

Plastic bag

Taping

Taping

Plastic bag

CVS-04TB-1
CVS-04TB 2000 pcs./reel

500 pcs./reel

CVS-04B 100 pcs./pack

2000 pcs./reel

500 pcs./reel

100 pcs./pack

CVS-08TB-1
CVS-08TB
CVS-08B

Shape of terminalsForm of packaging Pieces in packageB (Gull wing) C
(Through hole)

Apr,
2008

●
●
●
●

Oct,
2008

セ
ン
サ
用
ポ
テ
ン
シ
ョ
メ
ー
タ

MC
POTENTIOMETERS

■STANDARD SPECIFICATIONS
Electrical characteristics Mechanical characteristics

Nominal resistance value

Resistance torelance

Resolution

Power rating

Independent linearity

Effective electrical angle

Temp. coefficient resistance

Insulation resistance

Dielectric strength

5 k , 10 k , 20 k

20 %

Essentially infinite

1 %

0.19 W

1080°

400 ppm/°C maximum

1000 M (at DC250 V) minimum

500 V rms (1 min)

Environmental characteristics

Mechanical angle

Stop strength

Operating torque

Rotational life

Tighten screw torque

1080° 10°

4.41 N·cm {0.45 kgf·cm} maximum

0.294 N·cm {30 gf·cm} maximum

49 N·cm {5 kgf·cm} maximum

1 million cycles

Operating temp. range

Net weight

Drip-proof structure

40 ~ 85 °C

Approx. 2.5 g

IP 40

■OUTLINE DIMENSIONS (Unit: mm)
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Anti-rotation groove depth
M 6 (P = 0.75)
Unthreaded portion at base : 1 max.
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(M 6 hex.nut)

Anti-rotation details ＜Accessories＞

（Washer with teeth）
Tooth height : 1, No. of teeth : 9
t = 0.63（Washer thickness : 1.3）
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Wiring diagram

CW

■RATED POWER DERATING CURVE
100

Ambient temperature (C )

Po
w

er
 ra

tin
g 

ra
tio

 (%
)

– 40 + 40 + 85

11φ

φ 6.4 0.63

1.39 2

M6, P=0.75

1. Nut 2. Washer


